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ABSTRACT
Distribution grids are currently challenged by frequent volt-
age excursions induced by intermittent solar generation.
Smart inverters have been advocated as a fast-responding
means to regulate voltage and minimize ohmic losses. Since
optimal inverter coordination may be computationally chal-
lenging and preset local control rules are subpar, the approach
of customized control rules designed in a quasi-static fashion
features as a golden middle. Departing from affine control
rules, this work puts forth non-linear inverter control policies.
Drawing analogies to multi-task learning, reactive control
is posed as a kernel-based regression task. Leveraging a
linearized grid model and given anticipated data scenarios,
inverter rules are jointly designed at the feeder level to mini-
mize a convex combination of voltage deviations and ohmic
losses via a linearly-constrained quadratic program. Nu-
merical tests using real-world data on a benchmark feeder
demonstrate that nonlinear control rules driven also by a few
non-local readings can attain near-optimal performance.
Index Terms— Smart inverters, collaborative filtering,
voltage regulation, power loss minimization.
1. INTRODUCTION
While the stochasticity of distributed energy resources chal-
lenges grid operation, the smart inverters interfacing photo-
voltaic units can be engaged in reactive power compensa-
tion [1]. However, coordinating hundreds of inverters dis-
tributed over a feeder in real-time is non-trivial.
Purely localized schemes utilizing local voltage or solar
generation readings have been proposed for reactive power
control by smart inverters [1]; yet their equilibria do not coin-
cide with sought minimizers [2, 3, 4]. In fact, there exist cases
where local rules perform worse than the no-reactive support
option [5]. Centralized grid dispatch schemes entail commu-
nicating electric loads and solar generation to the operator;
solving an optimal power flow (OPF); and sending the com-
puted setpoints back to inverters [2], [6], [7]. Decentralized
OPF solvers typically need several communication exchanges
between neighboring inverters to converge [8], [9], [10].
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To reduce the computational and communication over-
head, inverter control rules have been postulated as affine
rules or policies, evaluated at uncertain loads and genera-
tion [5], [11], [12], [13]. Originally adopted under stochastic
OPF setups in transmission systems [14], an affine policy ex-
presses a control variable as a linear function of given system
inputs. The related weights are optimized periodically in a
centralized fashion, yet the control rules are applied in real
time. In distribution systems, controlling inverters via affine
policies has been reported via chance-constrained [11], robust
[5], [12], and closed-loop formulations [13]. Optimal policies
however are not necessarily linear even for linear systems:
If an inverter constraint becomes active, optimal power in-
jections can become nonlinear functions of solar generation.
We put forth data- and model-driven nonlinear policies using
kernel-based learning.
Notation: lower- (upper-) case boldface letters denote col-
umn vectors (matrices). Calligraphic symbols are reserved for
sets. Symbol > stands for transposition, and 1 is the vector
of all ones. The symbol ‖x‖2 denotes the `2-norm of x, and
‖ ·‖F is the Frobenius matrix norm with ‖X‖2F = Tr(X>X).
2. PROBLEM FORMULATION
Before formulating the task of inverter control rule design, let
us introduce the grid quantities needed. A single-phase radial
grid with N + 1 buses can be modeled by a tree graph whose
nodes correspond to buses, and edges to distribution lines.
The substation is indexed by n = 0, and the remaining buses
comprise the set N = {1, . . . , N}. Let (vn, pn, qn) denote
the voltage magnitude and (re)active injections at bus n.
The active power injected at bus n can be decomposed as
pn = p
g
n − pcn, where pgn is the solar generation and pcn the
inelastic load at the same bus. Reactive power injections can
be similarly decomposed as qn = qgn− qcn. For known pgn, the
reactive injection of inverter n is constrained by its apparent
power limit s¯gn as
|qgn| ≤ q¯gn :=
√
(s¯gn)2 − (pgn)2. (1)
The N–length vectors p = pg − pc, q = qg − qc, v, and q¯g
collect the related nodal quantities and limits. We adopt the
linearized distribution flow (LDF) model, according to which
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voltages are approximately linear functions of power injec-
tions [15], [16]
v ' Rp+Xq+ v01 (2)
where 1 is the all-one vector; and matrices (R,X) depend on
the network topology and impedances [16].
Given solar generation and electric loads (pg,pc,qc), the
task of reactive power compensation by smart inverters aims
at finding the setpoints qg to: i) maintain voltage deviations
within the range imposed by the ANSI C84.1 standard; and
ii) minimize the thermal (ohmic) losses on distribution lines.
For the former objective, the operator may want to minimize
the squared voltage deviations, which can be expressed as
V (qg) := ‖v− v01‖22 ' ‖Rp+Xq‖22 thanks to (2). Ohmic
losses can be approximately expressed as p>Rp + q>Rq;
see [1] for details. Since the control variable qg appears only
in the second summand, ohmic losses simplify as
L(qg) := q>Rq. (3)
The positive definiteness of R guarantees that L(qg) is a
positively-valued convex quadratic function.
By definition, the objectives V (qg) and L(qg) are contra-
dicting in general [1]. To handle this multiobjective optimiza-
tion, the scalarization approach of [5] can be adopted to pose
the reactive power compensation task as
min
qg∈Q
λV (qg) + (1− λ)L(qg)
where the set Q := [−q¯g, q¯g] captures the apparent power
constraints in (1) for all n ∈ N . By solving (4) for differ-
ent values of λ ∈ [0, 1], the Pareto front for this control task
can be recovered. Being a convex combination of two con-
vex quadratic functions, the cost in (4) is apparently convex
too. Upon completing the squares and ignoring inconsequen-
tial terms, problem (4) can be simplified as follows.
Lemma 1. Problem (4) can be equivalently expressed as
q˜g := arg min
qg∈Q
‖Cqg + y‖22 (4)
where matrix C := [(1 − λ)R + λX2]1/2; vector y :=
C−1[−(1−λ)Rqc+λXR(pg−pc)−λX2qc]; and the op-
erator [·]1/2 represents the unique square root of a symmetric
positive definite matrix.
It is worth noticing that matrix C depends only on
the feeder, whereas vector y and the set Q depend on
variable loads and solar generations collected in vector
z := [(pc)> (qc)> (pg)>]>.
An ideal control process entails the ensuing three steps:
S1) Each node communicates its load and solar data
(pgn, p
c
n, q
c
n) to the operator;
S2) the operator solves (4) given z; and
S3) the operator sends the optimal setpoints q˜g to inverters.
For varying z, this control process should be repeated on
a per-minute basis or more frequently. Observe that step S1)
requires N inverter-utility communication links, and S3) an-
otherN utility-inverter links. Running this operation for mul-
tiple feeders hosting hundreds of buses each, constitutes a
computation- and communication-wise formidable task. To
reduce this cyber overhead, the operator may decide to issue
setpoints less frequently; but then setpoints may become ob-
solete and suboptimal.
To bypass this limitation, we suggest designing control
policies according to which the reactive power injection from
inverter n is a function of grid data as
qgn(zn) = fn(zn) + bn (5)
where fn is an inverter-customized function; its argument
zn ∈ Zn ⊆ RMn is a subvector of grid data z; and bn is
an intercept. For a purely local rule, the control input can be
selected as
zn := [p
g
n q¯
g
n p
c
n q
c
n]
>.
If communication resources are abundant, one can set zn = z.
Otherwise, hybrid scenarios could be obviously envisioned.
Designing inverter rules via control policies has been ad-
vocated in [5], [11], [12], [13]. Yet the control policies were
confined to linear fn’s. Upon reviewing kernel-based learn-
ing, the next section provisions non-linear mappings fn.
3. LEARNING INVERTER CONTROL RULES
Kernels have served as the foundation for extending ma-
chine learning tools to nonlinear mappings. Given pairs
{(zt, yt)}Tt=1 of features zt belonging to a space Z and target
values yt ∈ R, kernel-based learning aims at finding a map-
ping f : Z → R. The mapping f is constrained to lie on the
linear function space [17]
HK :=
{
f(z) =
∞∑
t=1
K(z, zt)at, at ∈ R
}
(6)
defined by a kernel function K : Z×Z → R and coefficients
at. When K(·, ·) is a symmetric positive definite function,
the function space HK becomes a reproducing kernel Hilbert
space (RKHS) whose members have a finite norm [17], [18]
‖f‖2K :=
∞∑
t=1
∞∑
t′=1
K(zt, zt′)atat′ .
Learning f from data {(zt, yt)}Tt=1 can be formulated as
the functional minimization task [18]
fˆ := arg min
f
1
T
T∑
t=1
[yt − f(zt)]2 + µ‖f‖2K. (7)
The first summand in (7) is a data-fitting term. The second
one ensures that ‖fˆ‖K is finite, and so fˆ ∈ HK. More com-
plex functions have higher ‖f‖K, yield a better fit to training
data, but can perform poorly on unseen data. The parameter
µ > 0 balances fitting over generalization and can be tuned
via cross-validation.
The celebrated Representer’s Theorem asserts that the
minimizer of (7) takes the form fˆ(z) =
∑T
t=1K(z, zt)aˆt,
that is fˆ is described only by T rather than infinitely many
coefficients at’s. Then, the objective of (7) can be expressed
in terms of the unknown at’s, and the functional minimization
is converted to a quadratic optimization.
Returning to the task of designing inverter control rules,
the idea here is to leverage kernel-based learning and postu-
late that the mapping fn for inverter n in (5) lies in the RKHS
HKn :=
{
fn(zn) =
∞∑
t=1
Kn(zn, zn,t)an,t, an,t ∈ R
}
(8)
defined by the kernel function Kn : Zn ×Zn → R with con-
trol inputs zn ∈ Zn. Linear policies can be captured by se-
lecting the linear kernel Kn(zn,t, zn,t′) = z>n,tzn,t′ . Nonlin-
ear policies can be designed by selecting for example a poly-
nomial kernel Kn(zn,t, zn,t′) =
(
z>n,tzn,t′ + γ
)β
, or a Gaus-
sian kernelKn(zn,t, zn,t′) = exp
(−‖zn,t − zn,t′‖22/γ)with
design parameters β and γ > 0.
We propose designing control rules using T scenario data
{zn,t}n∈N over t ∈ T := {1, . . . , T}, by solving the func-
tional minimization
min
1
T
T∑
t=1
Cλ [{qgn(zn,t)} ;yt] + µ
N∑
n=1
‖fn‖2Kn (9a)
over qgn(zn,t) ∈ HKn n ∈ N , b ∈ RN (9b)
s.to (5), |qgn(zn,t)| ≤ q¯gn,t, n ∈ N , t ∈ T . (9c)
The least-square fit of (7) has been replaced by the cost of
Lemma 1 averaged over the training scenariosCλ [qg(z);y] :=
‖Cqg(z) + y‖22. Similar to collaborative filtering [19, 18],
the minimization in (9) intends to learn N rather than one
function {qgn}n∈N . An alternative approach for learning con-
trol rules has appeared in [20]: Inverter rules are trained upon
fitting directly control inputs to optimal inverter decisions.
Different from our approach where inverter functions are nat-
urally coupled through the underlying physical system, the
scheme in [20] treats the electric grid and the OPF solver as a
black box and trains each inverter function independently.
The control process is organized into four steps:
T1) Data collection. On a 30-min basis, the operator col-
lects smart meter readings (active and reactive loads, solar
generation) from all buses. These readings and possibly his-
torical data can be used as training scenarios {zn,t} for all
n ∈ N and t ∈ T .
T2) Control rule design. On a 30-min basis, the operator
finds simultaneously the control rules for all inverters by solv-
ing (9). Fortunately, the functional minimization in (9) can be
converted to a vector optimization problem as elaborated in
the next lemma. Before doing so, let us define the T × T ker-
nel matrix Kn for inverter n with (t, t′) entry being equal to
the kernel function evaluation Kn(zn,t, zn,t′).
Lemma 2. The functional minimization in (9) can be equiva-
lently expressed as
min
1
T
‖CQ+Y‖2F + µ
N∑
n=1
a>nKnan (10a)
over Q ∈ RN×T , {an ∈ RT }Nn=1,b ∈ RN (10b)
s.to Q> = [K1a1 + b11 · · · KNaN + bN1] (10c)
− q¯gn ≤ Knan + bn1 ≤ q¯gn, ∀n (10d)
where Y := [y1 · · · yT ] and the entries of vector q¯gn :=
[q¯gn,1 · · · q¯gn,T ]> have been defined in (1).
Proof. Fortunately, the Representer’s Theorem can be applied
successively over n in (9). It can thus ensure that the fn min-
imizing (9) has the form
fn(zn) =
T∑
t=1
Kn(zn, zn,t)an,t (11)
for all n. Evaluating the inverter policy fn of (11) over the
test data {zn,t}Tt=1 yields for all n
fn = Knan
where an := [an,1 · · · an,T ]>. The reactive power injections
for inverter n over all scenarios in T can then be expressed as
qqn = Knan + bn1. (12)
Then, the linear inequalities in (10d) capture the apparent
power constraints evaluated over the tested scenarios.
Moreover, from the reproducing properties of HKn ’s, the
RKHS norms in the second summand of (9) can be written as
‖fn‖2Kn = a>nKnan, ∀n.
Consider finally the first summand in (10a). Based on
(12), the t-th column ofQ denoted by qgt contains the reactive
injections from all inverters at scenario t. Then, the data-
fitting term of (9) can be written as
T∑
t=1
‖Cqgt + yt‖22 = ‖CQ+Y‖2F
since the squared Frobenius norm of a matrix equals the sum
of the squared `2-norms of its columns.
Lemma 2 poses the task of finding optimal control poli-
cies in (9) as a linearly-constrained quadratic program over
{an, bn} for all n ∈ N . Once the latter parameters have been
found via (10), the policy mappings {fn} can be evaluated for
any other input zn using (11).
T3) Downloading control rules. Upon solving (10), the
rule for inverter n is fully described by (an, bn) and scenarios
{zn,t}t∈T . If zn,t ∈ RMn , the operator needs to send (Mn +
1)T + 1 data to inverter n. However, this step occurs once
every 30 min.
T4) Control rule implementation. In near real-time (say
every 30 sec) and for the next 30 min, each inverter n imple-
ments its control rule of (5) by evaluating the kernel function
Kn(zn, zn,t) for the feeder conditions zn currently experi-
enced. If the control input zn is purely local, no communica-
tion is needed. Otherwise, remote inputs have to be commu-
nicated from their sources to inverter n.
Although the constraints in (9c) are enforced for the test
data, the policies obtained via (9) may not satisfy the ap-
parent power limits for zn,t’s with t /∈ T . This limitation
of kernel-based learning appears also in scenario-based and
chance-constrained designs [11]. Of course, once the extrap-
olated control policy has been found from (5), its value can
be heuristically projected within [−q¯gn,t′ ,+q¯gn,t′ ] as
[qgn(zn,t)]q¯gn,t
:= max
{
min
{
qgn(zn,t), q¯
g
n,t
}
,−q¯gn,t
}
.
In the standard machine learning setup, one wants to fit a
function to capture the dependency between features and tar-
gets. Ideally, the designed function should behave well even
for feature-target pairs not seen during training or fitting pro-
cess. In direct analogy, the inverter control policies are posed
as a joint function fitting task based on scenario data. The
grid quantities feeding each controller serve as feature data,
and the reactive injections as target values. Once the func-
tions have been designed, they can be applied to unseen data.
4. NUMERICAL TESTS
Our control rules were tested on the IEEE 13-bus feeder,
converted to a single-phase grid [21]. Minute-sampled
loads and solar generation data were extracted from the
Pecan Str dataset at https://dataport.cloud/ for
October 1, 2013. Figure 1 matches the Pecan Str house
indexes to nonzero-injection buses. Reactive loads were ran-
domly drawn to yield power factors uniformly distributed in
[0.90, 0.95] lagging. Each load timeseries was scaled so that
its monthly peak matched 50% of the benchmark load. Solar
data were scaled using the previous numbers.
We tested the optimal reactive power setpoints obtained
via (4) on a per-minute basis, and the kernel-based rules of
(10) for the linear and Gaussian kernels. The rules were
trained using T = 30 minutes or scenarios, while µ and γ
were set using 5-fold cross-validation. The controllers’ input
comprised local data along with the active flows on lines
(1, 2), (1, 3), and (1, 5). Problem (4) was solved using the
MATLAB-based toolbox YALMIP along with the SDPT3
solver [22], [23]. The kernel-based control rules were solved
using the OSQP solver [24], and applied over the next 30
Fig. 1: Matching between buses and Pecan Str houses.
Fig. 2: Performance degradation to the optimal dispatch av-
eraged over 30-min intervals for λ = 0.5.
minutes. For each scheme, the cost of (??) was evaluated for
λ = 0.5 and averaged over the 30-min period between hours
11:00–18:00. Figure 2 shows the difference between the cost
obtained by the rules and the optimal cost of (4). At times
of low solar irradiance, the rules coincide with the optimal
dispatch. During higher solar generation, the suboptimality
of rules increases as expected, yet the Gaussian kernel-based
rule outperforms the linear rule in general. To test the effect
of obsolete optimal setpoints, the setpoints found via (4) for
minute t were applied to the system at time t + 5. As with
control rules, the setpoint qgn,t was projected to comply with
(1) for the current pgn,t+5. The performance degradation is
significant over the one provided by rules.
5. CONCLUSIONS
Non-linear control policies for determining inverter reactive
injections have been designed using the powerful tool of
kernel-based learning. The policies are centrally designed on
a 30-min basis, although they are run in real-time using local
and/or remote grid data. The design is extremely flexible:
its communication needs depend on local and remote inputs,
while the computationally demanding task of (10) is run at
the utility on a 30-min basis. Numerical tests using real-world
data on a benchmark feeder validate that the suggested con-
trol rules can achieve the desirable trade-off between feeder
performance and cyber overhead.
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